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FLUID FLOW ANALYSIS OF A 
HOT-CORE HYPERSONIC-WIND-TUNNEL 
NOZZLE CONCEPT 

By John B. Anders, Daniel I. Sebacher, 
and William B. Boatright 
Langley Research Center 

SUMMARY 

A hypersonic-wind-tunnel nozzle concept which incorporates a hot-core flow sur- 
rounded by an annular flow of cold air offers a promising technique for maximizing the 
model size while minimizing the power required to heat the test core. This capability 
becomes especially important when providing the true -temperature duplication needed for 
hypersonic propulsion testing. Several two-dimensional wind-tunnel nozzle configura- 
tions that are designed according to this concept are analyzed by using recently developed 
analytical techniques for prediction of the boundary -layer growth and the mixing between 
the hot and cold coaxial supersonic airflows. The analyses indicate that introduction of 
the cold annular flow near the throat results in an unacceptable test core for the nozzle 
size and stagnation conditions considered because of both mixing and condensation effects. 
Use of a half -nozzle with a ramp on the flat portion does not appear promising because of 
the thick boundary layer associated with the extra length. However, the analyses indicate 
that if the cold annular flow is introduced at the exit of a full two-dimensional nozzle, an 
acceptable test core will be produced. Predictions of the mixing between the hot and cold 
supersonic streams for this configuration show that mixing effects from the cold flow do 
not appreciably penetrate into the hot core for the large downstream distances of interest. 

INTRODUCTION 

Use of a hot -core wind-tunnel nozzle concept offers a promising technique for 
maximizing the size model that can be tested in a heated-flow wind tunnel with a minimum 
power required to heat the flow. This capability is especially important in hypersonic 
air-breathing propulsion testing where true -temperature duplication of flight conditions 
is needed and where, for complete engines, there is a minimum-size model that can be 
realistically tested. A large test section with a high mass flow and a high energy content 
of the test air is thus required. In free-jet testing in a hypersonic engine facility, the 
engine cross section might typically be about 25 percent of the test-section cross-sectional 



area. The hot-core concept should increase this percentage by a factor of 2 or 3. The 
basic concept consists of a coaxial flow with a hot center core surrounded by an unheated 
annular stream. Most of the hot core is ingested by the engine, and the unheated exterior 
flow alleviates tunnel choking and shock-interference effects. 

Although the heated-core supersonic -stream concept has been studied previously 
(refs. 1 and 2), the analytical methods for evaluating the flows have vastly improved in 
recent years. The present analytical investigation was conducted to evaluate the hot- 
core concept for a nozzle design to be used in a small-hypersonic-engine aerothermo- 
dynamic research facility. A two-dimensional flow is considered since scramjet engines 
with a rectangular cross section are currently of special interest. The analysis includes 
nozzle-wall contouring, condensation effects, viscous mixing of the hot and cold streams, 
and boundary -layer growth on the nozzle walls. Wall -temperature effect on boundary- 
layer growth is also analyzed. Mach 6.6 flight simulation is considered, with a Mach 6 
condition existing at the engine entrance. The forward fuselage of the airplane is assumed 
to decrease the local Mach number to 6 at the engine inlet while the stagnation-enthalpy 
conditions are those for flight at Mach 6.6. All the calculations are for a stagnation tem- 
perature of 2200 K and a stagnation pressure of 30.4 X 10^ N/m^. The nozzle size con- 
sidered in this analysis is a center core 0.305 meter by 0.279 meter and a surrounding 
unheated flow that is 0.127 meter thick on three sides. Including the calculated boundary- 
layer displacement thickness, the power in the airstream of the hot central core is 
6.3 megawatts. If the total airstream were heated, the power in the stream would exceed 
20 megawatts. These power considerations make further effort to develop the hot-core 
concept attractive. 

Several nozzle configurations are analyzed. These configurations include a half 
two-dimensional nozzle (one surface contoured) with a ramp on the bottom surface and a 
full two-dimensional nozzle (two surfaces contoured). Mixing analyses are performed 
for the cold annular flow introduced both at the nozzle throat, since the previous studies 
(refs. 1 and 2) of hot-core flows used this configuration, and at the nozzle exit. 

With the introduction of the cold annular flow at the nozzle throat, condensation 
effects become important and are analyzed along with effects of supercooled walls to 
inhibit boundary -layer growth. When annular flow is injected at the exit, condensation 
effects need not be considered, and the mixing analysis indicates that this exit injection 
location is especially attractive. 


SYMBOLS 


H enthalpy 

k constant 
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M Mach number 

Np r Prandtl number 

Ng c Schmidt number 

p pressure 

Rq Reynolds number based on momentum thickness 

r* one -half the throat height 

T temperature 

u velocity 

x horizontal distance along axis 

y vertical distance 

z mixing -zone height 

6 * boundary -layer displacement thickness 

77 transformed y-coordinate 

p. viscosity 

£ transformed x -coordinate 

p density 

(pe)f. eddy viscosity 

Subscripts: 

o stagnation conditions for hot -core flow 


w 


wall conditions 


OO 


free stream for hot -core flow 


Superscript: 

* throat conditions for hot -core flow 

METHODS OF CALCULATION 
Nozzle Contouring 

The numerical technique for determining the contours for a parallel -flow nozzle 
used the method of characteristics for a rotational gas mixture whose stagnation enthalpy 
is allowed to vary normal to the streamlines (refs. 3 and 4). Although chemistry effects 
are minor for the relatively low stagnation temperatures of this investigation, the analysis 
considered frozen chemistry and neglected effects of diffusion. This is a reasonable 
approximation since quasi -one -dimensional calculations have shown that the chemical 
composition of air is essentially frozen very early in the nozzle expansion (ref. 5). Prop- 
erties for the chemical species of air as functions of temperature, as needed for this 
method, are presented in reference 6. The initial uniform profiles for starting the nozzle 
contouring program are calculated by using the nonequilibrium techniques of reference 5 
to determine sonic conditions. 


Mixing Analysis 

A viscous method-of -characteristics solution was used to analyze the mixing 
between the hot core and the cold supersonic streams. This method is based on a tech- 
nique which considers pressure gradients both along and normal to streamlines (ref. 7). 
The effect of transport properties is assumed to be a function only of gradients normal 
to the streamlines. The approach has been applied to the analyses of viscous flow prob- 
lems in the presence of walls in reference 8. The systems of equations for. this analysis 
are presented in reference 9, and a FORTRAN program which calculates the nonuniform 
supersonic flow with diffusive and dissipative effects within a two-dimensional nozzle is 
also discussed in reference 9. 

In the original program the turbulent viscosity was assumed to be constant through- 
out the flow field and was arbitrarily set equal to 1000 times the laminar value at the 
entrance section. For a more realistic second approach, the program was modified by 
replacing the constant viscosity term with an eddy -viscosity expression which varied in 
both the axial or horizontal (x) and vertical (y) directions. 

The eddy -viscosity model used for this mixing analysis was developed in refer- 
ence 10 and is given by the equation 
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( 1 ) 


(pe) t = kzp Uoo 

where (pe) t is the eddy viscosity, p is the density, is the free-stream velocity 

for the hot core, and k is an empirical constant which is equal to 0.01 for the conditions 
of this analysis. The height of the mixing zone z is defined as a vertical distance 
between two arbitrarily defined velocities in the velocity profile, as specified in 
reference 10. 

The initial values of viscosity therefore are determined by the initial profile input 
to the program, and the viscosity changes as the profile changes downstream. This eddy- 
viscosity model was satisfactorily used in reference 10 to correlate air -air mixing data. 

Boundary -Layer Analysis 

Solutions of nonsimilar laminar and turbulent boundary -layer equations including 
multicomponent reacting gases and transverse curvature effects were used in the boundary- 
layer flow analysis. These solutions (ref. 11) use a modification of the Levy-Lees trans- 
formation of the equations of motion to the (£ ,rj) coordinate plane, with the conservation 
equations integrated across boundary -layer strips. Derivatives in the normal direction 
are expressed by Taylor series truncated to reflect a cubic approximation, and stream - 
wise derivatives are expressed in a finite -difference form. The resultant set of equa- 
tions is solved by a general Newton -Raphson iteration. Reference 11 presents the sys- 
tem of equations describing this fluid flow in a boundary layer, and a FORTRAN program 
which presents the boundary -layer integral matrix procedure is given in reference 12. 

This analysis assumes local chemical equilibrium conditions. 

The turbulent analysis employs a variable -mixing -length model for eddy viscosity 
near the wall and global parameters of the flow in the outer portion of the boundary layer. 
For turbulent flow, the time -averaged equations of motion are solved by using the eddy- 
viscosity expression to determine the Reynolds stress term, along with constant turbulent 
Prandtl and Schmidt numbers in the energy and species conservation equations. The 
program uses the laminar equations until a preassigned transition point is reached; then 
turbulent equations are used. The boundary -layer solutions are started at the entrance 
of the converging portion of the nozzle, and the step size along the wall is varied through- 
out the nozzle depending on the pressure gradient at each particular point. The inputs 
required for computation were p Q , H 0 , T w , turbulent Np r and Ng c , R$, the pressure 
distribution along the wall, and the initial chemical composition. 

RESULTS AND DISCUSSION 

The two wind-tunnel nozzle concepts analyzed are shown in figures 1 and 2. Both 
designs include a heated core in a two-dimensional supersonic stream. The annular cold 
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air is introduced at the throat in the arrangement shown in figure 1 and at the test section 
for the nozzle shown in figure 2. Another difference between concepts is the use of a 
half -nozzle design in figure 1, with a ramp placed on the bottom flat surface near the exit, 
and the use of a full two-dimensional nozzle without ramp iii figure 2. The consideration 
of the half -nozzle with its ramp was intended to provide more testing flexibility since 
interchangeable ramps, which simulate the forward fuselage of a hypersonic aircraft 
ahead of the engine, could be used. A Mach number of 6.6 was considered for the half- 
nozzle concept, with the ramp decelerating the flow to Mach 6 at the exit. The full two- 
dimensional nozzle of figure 2 expanded the flow directly to Mach 6. A design study indi- 
cated no appreciable difference in allowable engine size with or without the ramp as long 
as the final Mach numbers were identical. 

Throat Injection of Cold Air 

Mixing analysis .- The coordinates for the half -nozzle with throat injection were 
generated from the method of reference 4 by assuming constant initial profiles of tem- 
perature, pressure, and velocity. The reference conditions correspond to a Mach 6.6 
airstream with p Q = 30.4 x 10^ N/m^ and T 0 = 2200 K. The initial profiles were set 
equal to the sonic throat conditions as determined from the nonequilibrium flow analysis 
of reference 5. The initial profiles shown in figure 3(a) along with the contour coordinates 
are then used as input to the analysis of reference 9. These initial profiles consist of a 
central core of hot air surrounded by an outer layer of cold air and are nondimensional- 
ized by dividing the values of temperature and velocity by reference exit values based on 
hot -flow center-line conditions also computed from the analysis of reference 5. The 
initial profiles were expanded through the designed nozzle by using the viscous method- 
of-characteristics technique with frozen chemistry. Both Prandtl and Lewis numbers 
were assumed equal to unity. 

Profiles at the exit plane are shown in figure 3(b) for the eddy -viscosity model given 
by equation (1), with the eddy viscosity varying in both the x- and y-directions. These 
results are compared with the exit profiles of figure 3(c) for the turbulent viscosity 
assumed constant and equal to 500 times the laminar value at the throat. For both of 
these cases, the mixing between the hot and cold flows is significant and the resulting 
exit profiles are of poor quality for engine aerothermodynamic testing. 

Condensation analysis .- A nozzle which has the cold annular flow introduced at the 
throat (fig. 1) will encounter condensation problems in the unheated annular flow. For 
cold -flow stagnation conditions of p 0 = 30.4 x 10^ N/m^ and T 0 = 297 K, the air would 
begin to condense when Mach 4 conditions are reached in the nozzle expansion. This 
effect is shown in figure 4 where saturation curves for both air and two isentropes for 
expanding air are shown on a pressure -temperature diagram. The air saturation and 
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supersaturation curves shown in this figure were taken from the data of references 13 
and 14. Heating the cold annular air to 500 K would avoid the condensation problem as 
shown by the 500 K isentrope in figure 4; however, this procedure incurs additional 
expense (2 megawatts of power would be required for a 12. 7 -cm -thick annular flow at the 
test section). 

In order to visualize the propagation of condensation disturbances in the cold 
annular flow, figure 5 shows a sketch of the half -nozzle with the paths of the disturbances 
as they would occur if they traveled along Mach waves and originated in the cold annular 
flow downstream of the Mach 4 region. The curvature of these disturbance paths was 
determined by adjusting the slopes of each line to the varying Mach angle as it passed 
through the streamlines calculated by the mixing analysis of reference 9. Streamlines 
are not shown in this figure. In reality, a large number of infinitesimal disturbances will 
propagate through the flow and quickly penetrate to the ramp and affect the entire test 
stream. 


Test-Section Injection of Cold Air 

Because of the expected condensation effects and the distortion of the flow profiles 
due to mixing between the hot and cold flows, the nozzle design of figure 1 does not appear 
promising and the design of figure 2 appears capable of producing better flow profiles 
although some of the testing versatility might be lost. When the cold flow is introduced 
at the nozzle exit as in figure 2 , the Mach number of the cold annular flow can be less 
than 4 to avoid condensation, and the stagnation pressure of the cold flow can be chosen 
so that the static pressures at the interface between hot and cold flows are identical. 

The analysis of the suitability of this nozzle concept is therefore based on these conditions. 

Boundary - layer analysis .- Pressure -ratio distributions computed along the con- 
toured wall and along the center line of the sidewall of a full two-dimensional Mach 6 
nozzle by using the technique of reference 4 are shown in figure 6. These pressure dis- 
tributions are used as input for the boundary -layer analysis of references 11 and 12 along 
with p Q , H 0 , Np r , Ng c , T w , and the transition Reynolds number based on momentum 
thickness. The momentum -thickness Reynolds number was computed along the center 
line of the sidewall of this nozzle and is presented in figure 7. The transition from 
laminar to turbulent flow is indicated to be in the range of Rg between 600 and 1000 for 
the Mach numbers and wall -to-total -temperature ratios of this nozzle (refs. 15 and 16); 
the flow would therefore become turbulent just downstream of the throat. For the present 
analysis, transition is assumed to occur at Rg = 600; however, because of the steep 
gradient of this quantity in the transition region of the nozzle (fig. 7), this choice has only 
minor effects on the boundary -layer growth. 


7 



The computed boundary -layer displacement thickness (6*) along the contoured wall 
and along the center line of the sidewall of this full two-dimensional Mach 6 nozzle is 
shown in figure 8. Displacement -thickness corrections are of approximately the same 
magnitude for the contoured wall and the sidewall. The differences between the 
displacement -thickness distributions of figure 8 are a direct result of the pressure dis- 
tributions used as input, which are shown in figure 6. 

Exit profiles of Mach number and velocity ratio for the full two-dimensional Mach 6 
nozzle are shown in figure 9. The magnitude of the boundary-layer displacement thick- 
ness at the exit is also shown. A hot-core flow of approximately one-half the total test- 
section height remains uninfluenced by the boundary layer. 

Exit profiles were also computed for the full two-dimensional nozzle with a wall 
temperature of 100 K. This wall supercooling effect was investigated to determine if 
liquid nitrogen or similar cyrogenic liquid could be used as a wall coolant to decrease 
the wall boundary -layer thickness. Results are shown in figure 10, and no noticeable 
improvement in the profiles are predicted when using this value of T w because the dif- 
ference between the high stream temperature (2200 K) and the wall temperature when 
reduced from 290 K to 100 K is not significant. 

Exit profiles were also computed for a two-dimensional half-nozzle by using the 
boundary -layer analysis. The results are shown in figure 11. Although the construction 
of a half -nozzle would be simpler, the length is twice that of the full nozzle for the same 
size test section and the profiles of the full nozzle (fig. 9) are superior. 

Mixing analysis.- Results of the mixing calculations for the full Mach 6 nozzle with 
injection at the exit, as obtained by using the method of reference 9, are shown in fig- 
ure 12. In this configuration (fig. 2), the cold air (t q = 298 K; p Q = 2 x 10^ N/m 2 ) has 
been expanded to Mach 3.5 and is introduced at the Mach 6 nozzle exit so that the static 
pressures of the hot and cold stream are matched at this location. The mixing analysis 
is started at the nozzle exit by introducing the initial profiles based on the results of the 
boundary -layer analysis in the hot core and smoothed to fit the cold-air nozzle exit con- 
ditions as shown by the exit profile in figure 12. The hot -core flow is assumed to con- 
tinue downstream at constant area for this analysis. 

The exit profile is then allowed to mix by using the viscous method-of- 
characteristics technique (ref. 9) to obtain the profile shown in figure 12 at 0.61 meter 
downstream of the exit. This profile indicates insignificant mixing of the cold air into 
the hot core. In fact, the mixing that does occur extends primarily into the cold flow. 

At the exit the Mach number on the wall is zero, but the analysis program could not accept 
an initial profile with so steep a gradient. The initial profile used in figure 12 is thought 
to be reasonable since viscous forces will accelerate the wall flow downstream of the exit. 
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Because only the mixing region was of interest, the boundary layer on the outer portion 
of the cold-flow nozzle was not considered. 

Comparison of Nozzle Concepts 

Momentum-thickness Reynolds number calculations indicate that the boundary layer 
will become turbulent just downstream of the throat for all nozzle configurations of the 
present investigation. The half -nozzle concept with throat injection did not provide an 
acceptable test core. When injection of the cold flow was not considered, the extra length 
of a half -nozzle caused a thicker boundary layer, and the flow profiles of figure 11 for a 
half -nozzle are not as desirable as the flow profiles shown in figure 9 for the full two- 
dimensional nozzle. When mixing was considered, the injection of the cold annular flow 
at the throat resulted in even poorer profiles, and the profiles of figure 3 indicate that the 
cold flow strongly influences the hot-core flow. This effect is especially true for the 
eddy -viscosity model of reference 10 which uses an eddy -viscosity expression that varies 
in both the axial and vertical direction. 

In contrast, introduction of the cold flow at the nozzle exit appears promising, and 
for large downstream distances there is little influence of the mixing region on the test 
core (fig. 12). The full nozzle with annular flow injection at the exit thus appears to pro- 
vide a technique for alleviating tunnel choking effects and increasing allowable model test 
size. The present study does not consider any boundary -layer cross -flow effects which 
tend to thicken the boundary layer in the center of the sidewalls of two-dimensional 
nozzles (this effect is usually overcome by decreasing the maximum nozzle expansion 
angle). With the exception of this possible effect, the analyses indicating the suitability 
of this hot-core nozzle concept with exit injection appear reasonably comprehensive and 
reliable. 


CONCLUDING REMARKS 

Several two-dimensional hypersonic -wind-tunnel nozzle configurations, which con- 
sist of a hot core surrounded by a cold annular flow, have been examined by using recently 
developed analytical techniques. The summation of effects of boundary -layer growth, 
viscous mixing, and flow condensation leads to the conclusion that introduction of the cold 
annular flow at the nozzle throat region is unacceptable for the nozzle size and stagnation 
conditions considered. Also use of a two-dimensional concept, with interchangeable ramps 
on the flat surface to provide versatility for simulating different Mach numbers at the 
exit, does not appear promising for the stagnation conditions considered since the extra 
length required for a half -nozzle concept would lead to an undesirably thick boundary layer 
and too small a test core. Conversely, if a full two-dimensional nozzle is used and the 
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supersonic annular flow is injected at the nozzle exit, acceptable flow will occur in the 
hot test core. Predictions of the mixing between the hot and cold supersonic streams 
show that mixing effects from the cold stream do not appreciably penetrate into the hot 
core for large downstream distances. 

Langley Research Center, 

National Aeronautics and Space Administration, 

Hampton, Va., April 17, 1972. 



REFERENCES 


1. Rousso, Morris D.; and Beheim, Milton A.: Preliminary Investigation of a Technique 

of Producing a Heated Core in a Supersonic Wind-Tunnel Stream. NACA 
RM E54K02, 1955. 

2. Adams, Richard H.: A High Temperature Stream Tube for a Supersonic Wind Tunnel. 

Tech. Rep. 303, Naval Supersonic Lab., Massachusetts Inst. Technol., May 1958. 

3. Ferri, Antonio: The Method of Characteristics. General Theory of High Speed Aero- 

dynamics, W. R. Sears, ed., Princeton Univ. Press, 1954, pp. 583-669. 

4. Dash, S.: The Determination of Nozzle Contours for Rotational, Non-Homentropic 

Gas Mixtures. ATL TR 148, Advanced Technology Laboratories, Inc., Mar. 1970. 

5. Lordi, J. A.; Mates, R. E.; and Moselle, J. R.: Computer Program for the Numerical 

Solution of Nonequilibrium Expansions of Reacting Gas Mixtures. Rep. 

No. AD-1689-A-6 (Contract No. NAS-109), Cornell Aeron. Lab., Inc., Oct. 1965. 

6. McBride, Bonnie J.; Heimel, Sheldon; Ehlers, Janet G.; and Gordon, Sanford: Thermo- 

dynamic Properties to 6000° K for 210 Substances Involving the First 18 Elements. 
NASA SP-3001, 1963. 

7. Ferri, Antonio: Review of Problems in Application of Supersonic Combustion. J. Roy. 

Aeronaut. Soc., vol. 68, no. 645, Sept. 1964, pp. 575-597. 

8. Ferri, Antonio; and Dash, Sanford: Viscous Flow at High Mach Numbers With Pres- 

sure Gradients. Proceedings of the 1969 Symposium — Viscous Interaction 
Phenomena in Supersonic and Hypersonic Flow, Univ. of Dayton Press, 1970, 
pp. 271-317. 

9. Dash, S.: An Analysis of Internal Supersonic Flows With Diffusion, Dissipation and 

Hydrogen-Air Combustion. ATL TR 152 (Contract NAS1-9560), Advanced Tech- 
nology Lab., Inc., May 1970. (Available as NASA CR-111783.) 

10. Eggers, James M.; and Torrence, Marvin G.: An Experimental Investigation of the 

Mixing of Compressible -Air Jets in a Coaxial Configuration. NASA TN D-5315, 
1969. 

11. Anderson, Larry W.; and Kendall, Robert M.: A Nonsimilar Solution for Multicom- 

ponent Reacting Laminar and Turbulent Boundary Layer Flows Including Trans- 
verse Curvature. AFWL-TR-69-106, U.S. Air Force, Mar. 1970. (Available 
from DDC as AD 867 904.) 

12. Anderson, Larry W.; Bartlett, Eugene P.; and Kendall, Robert M.: User's Manual. 

Vol. I - Boundary Layer Integral Matrix Procedure (BLIMP). AFWL-TR-69-114, 
Vol. I, U.S. Air Force, Mar. 1970. 


11 


13. Wegener, P.; Stollenwerk, E.; Reed, S.; and Lundquist, G.: NOL Hyperballistics 

Tunnel No. 4 Results I: Air Liquefaction. NAVORD Rep. 1742, U.S. Navy, 

Jan. 4, 1951. 

14. Griffith, B. J.; Deskins, H. E.; and Little, H. R.: Condensation in Hotshot Tunnels. 

AEDC-TDR-64-35, U.S. Air Force, Feb. 1964. 

15. Persh, Jerome: A Theoretical Investigation of Turbulent Boundary Layer Flow With 

Heat Transfer at Supersonic and Hypersonic Speeds. NAVORD Rept. 3854, 

U.S. Naval Ord. Lab. (White Oak, Md.), May 19, 1955. 

16. Johnson, Charles B.; and Bushnell, Dennis M.: Power-Law Velocity-Profile- 

Exponent Variations With Reynolds Number, Wall Cooling, and Mach Number in a 
Turbulent Boundary Layer. NASA TN D-5753, 1970. 


12 










Cold flow 



(b) Side view. 

Figure 2.- Mach 6 exit -injection nozzle concept. (Contouring not scaled.) 
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Figure 5.- Condensation disturbances originating from the cold flow in the Mach 6.6 nozzle 





5* = 0.0172 m 



Figure 9.- Exit profiles of Mach number and velocity ratio for a full two-dimensional 
Mach 6 nozzle. Turbulent -boundary -layer calculations; T w = 290 K. 
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Figure 12.- Profiles showing mixing of hot Mach 6 and cold Mach 3.5 streams by using 
viscous mixing analysis with variable -eddy -viscosity model (k = 0.01). 
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